Mining & Earthmoving

The E4 pattern and aggressive lug
design with large blocks at tread
centre provides excellent traction
and braking on rough surfaces.

All steel radial construction.
Improved protector plies optimize
load performance and operator
comfort.

New improved technology of the
high-tech casing reduces heat build
up inside the tyre.
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Tyre Star TRA Load index/ Single max. . Overall Section Tread
Size Ratin code Speed symbol Load/pressure Rim diameter width depth
g peed sy p (mm) (mm) (mm)
14.00R25 E4 1698 5800 kg / 7.0 bar 10.00/1.5 1420 375 38
16.00R25 E4 180B 8000 kg /8.0 bar 11.25/2.0 1550 430 44
18.00R25 E4 1898 10300 kg / 7.0 bar 13.00/2.5 1675 500 51
191B 10900 kg / 7.0 bar 13.00/2.5
18.00R33 E4 1875 500 54
1958 12150 kg / 8.0 bar 13.00/2.5
- 2008 14000 kg / 7.0 bar 15.00/3.0
21.00R33 - E4 1955 570 54
203B 15500 kg / 8.0 bar 15.00/3.0
21.00R35 E4 204B 16000 kg / 8.0 bar 15.00/3.0 2005 570 61
- 2098 18500 kg / 7.0 bar 17.00/3.5
24.00R35 — E4 2175 655 65
2128 20000 kg / 8.0 bar 17.00/3.5
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